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GRUNDFOS LOW NPSH
PUMP CR64-3-2

98405646 Wetted Parts: Cast Iron,
304SS, EPDM Seal | 3 Phase | 40
hp | 3600 rpm | 4 ANSI Flange| BEP
300 GPM @ 272 FTH

SKU: 99968355
Stock: Out of stock contact us for
lead time
Categories: Grundfos Low NPSH
Pumps
Tags: GRUNDFOS LOW NPSH
PUMPS
Model Number CR 64-3-2 K-G-A-
E-HQQE
Part Number 99968355

PRODUCT DESCRIPTION

Grundfos Low NPSH Pump

Estimated delivery is 2 to 4 weeks

Contact us for actual delivery
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https://pfcestore.com/product-category/centrifugal-pumps/vertical-pumps/grundfos-low-npsh-pumps/
https://pfcestore.com/product-category/centrifugal-pumps/vertical-pumps/grundfos-low-npsh-pumps/
https://pfcestore.com/product-tag/grundfos-low-npsh-pumps/
https://pfcestore.com/product-tag/grundfos-low-npsh-pumps/
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Curve & Specs
Databook

ADDITIONAL INFORMATION

Weight 800 Ibs
Dimensions 70 X 22 x 22 in
Best Efficiency Point 300 GPM @ 272 FTH
Connections 4" ANSI FLANGE
Hertz 60

Horse Power 40

Motor Type TEFC

Phase 3

RPM 3600

Voltage 230-460

Wetted Material CAST IRON-304SS-EPDM
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https://pfcestore.com/wp-content/uploads/2019/06/98405646_CR_6432_KGAEHQQE.pdf
https://pfcestore.com/wp-content/uploads/2019/05/CR-CRI-CRN-Custom-low-npsh-curves.pdf
https://pfcestore.com/best-efficiency-point/300-gpm-272-fth/
https://pfcestore.com/connections/4-ansi-flange/
https://pfcestore.com/hertz/60/
https://pfcestore.com/horse-power/40/
https://pfcestore.com/motor-type/tefc/
https://pfcestore.com/phase/3/
https://pfcestore.com/rpm/3600/
https://pfcestore.com/voltage/230-460/
https://pfcestore.com/wetted-material/cast-iron-304ss-epdm/

