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GRUNDFOS VFD CRNE1-17
| 316SS & EPDM WITH

VFD, PRESSURE SENSOR &
FLANGES

Wetted Material 316SS-EPDM |
Input Volts 440-480 | 1.25" Ansi
Flanges | BEP 9 GPM @ 380 FTH

SKU: 99340767
Stock: Out of stock contact us for

lead time
Categories: Grundfos VFD CRE

Pumps
Tags: GRUNDFOS CRNE5 PUMPS

Model Number 99340767
Part Number CRNE 1-17 N-FGJ-A-

E-HQQE

PRODUCT DESCRIPTION

CRNE pumps are available with a pressure sensor enabling the control of
the pressure on the outlet side of the pump. The purpose of supplying the

E-pumps with a pressure sensor is to make the installation and
commissioning simple and quick.

Estimated delivery is 3 to 4 weeks

https://pfcestore.com/product-category/centrifugal-pumps/vertical-pumps/grundfos-vfd-pumps/
https://pfcestore.com/product-category/centrifugal-pumps/vertical-pumps/grundfos-vfd-pumps/
https://pfcestore.com/product-tag/grundfos-crne5-pumps/
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Curves & Specs

Databook
Manual

ADDITIONAL INFORMATION

Weight 110 lbs
Dimensions 40 × 20 × 18 in
Best Efficiency Point 9 GPM @ 380 FTH
Connections 1.25" Flange
Horse Power 2
Input Volts 440-480
Phase 3
Wetted Material 316SS-EPDM

https://pfcestore.com/wp-content/uploads/2019/08/99340767_CRNE_117_NFGJAEHQQE.pdf
https://pfcestore.com/wp-content/uploads/2019/08/pfcestore-Grundfos-Databook.pdf
https://pfcestore.com/wp-content/uploads/2019/08/Grundfos-MANUAL.pdf
https://pfcestore.com/best-efficiency-point/9-gpm-380-fth/
https://pfcestore.com/connections/1-25-flange/
https://pfcestore.com/horse-power/2/
https://pfcestore.com/input-volts/440-480/
https://pfcestore.com/phase/3/
https://pfcestore.com/wetted-material/316ss-epdm/

