
April 21, 2025

www.pfcestore.com - 763-425-7890 / 800-328-2350

Page: 1 PFC eStore

Pumps, Filters & Controls store with B2B

solution

April 21, 2025

WALCHEM CONTACTING
CONDUCTIVITY SENSOR

WITHOUT/ATC W/20FT OF
CABLE FOR BOILER

Contacting Conductivity 1.0 cell
constant, 0-30 mS, 20ft cord. Temp

range 32-401°F, Pressure
0-250PSI.

Sensors are compatible with W100-
W600-W900- Intuition 6 & 9

controllers

SKU: W600-BL-BN
Stock: Out of stock contact us for

lead time
Categories: Walchem Sensors

Part Number W600-BL-BN

PRODUCT DESCRIPTION

Boiler Contacting Conductivity Sensors

These cell constant 1.0 sensors are designed for boilers with water up to
10,000 μS/cm and pressures up to 250 PSI, 16.7 atm). These inline sensors

https://pfcestore.com/product-category/walchem-sensors-1/
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are constructed from stainless steel and PEEK.

If on back order the usual lead time is 2 weeks

Brochure

ADDITIONAL INFORMATION

Weight 4 lbs
Dimensions 8 × 4 × 4 in

https://pfcestore.com/wp-content/uploads/2021/09/180555_ConductivitySensor_Brochure-1.pdf

