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WALCHEM EWP-L DOSING
PUMP, PVC, EPDM,
4.3GPH, 50PSI

Connections 1/2"od x 3/8"id.
Voltage 120 volts. Analog Control,
Pulse Control & Start / Stop.
Replacement for the EZC31D1-VE

5-pin connector sold separately,
see below

SKU: EWP-270EVEO8N-USL
Stock: Out of stock contact us for
lead time
Categories: Walchem EZ Pumps
is now the EWP

Part Number EWP-270EVEQ8N-
USL
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https://pfcestore.com/product-category/chemical-pumps/walchem-metering-pumps/walchem-ez-metering-pumps/
https://pfcestore.com/product-category/chemical-pumps/walchem-metering-pumps/walchem-ez-metering-pumps/
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PRODUCT DESCRIPTION

Walchem dosing pumps, Simple operation and adjustment with two control
knobs, flowrates up to 6.7 GPH (25 I/h) and pressure capability to 300 psi
(20 bar) enable the EWP-L to easily fit into most applications.
Typical lead time is 2 to 3 weeks

Spec Sheet

Manual

ADDITIONAL INFORMATION

Weight 12 Ibs

Dimensions 10 x 16 x 14 in
Max GPH 4.3

Max PSI 50

Wetted Material PVC-EPDM-CERAMIC

Connections 1/2"od x 3/8"id. Voltage 120 volts. Analog Control, Pulse Control &
Start / Stop. Replacement for the EZC31D1-VE

5-pin connector sold separately, see below
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https://pfcestore.com/wp-content/uploads/2025/10/EWP-L-SpecSheet.pdf
https://pfcestore.com/wp-content/uploads/2025/10/EWP-L_Manual.pdf
https://pfcestore.com/max-gph/4-3/
https://pfcestore.com/max-psi/50/
https://pfcestore.com/wetted-material/pvc-epdm-ceramic/

