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WALCHEM EZB METERING
PUMP GFRPP & EPDM

Wetted Parts GFRPP, EPDM, PTFE,
Ceramic | 0.6 GPH, 150 PSI | 110

Volt | Connection 3/8"OD | Product
photo could vary from the actual

product

SKU: EZB11D1-PE
Stock: 3 in stock (can be

backordered)
Categories: Walchem EZ Pumps

Tags: WALCHEM EZ PUMPS
Model Number EZB11D1-PE

PRODUCT DESCRIPTION

Simple to operate microprocessor control with a turn-down ratio of 360:1

EZ-Timer module for timed feed control

Can be programmed in daily or weekly cycles.

Weekly schedules can be programmed in either 1 or 2-week cycles with a
daily on-time.

https://pfcestore.com/product-category/chemical-pumps/walchem-metering-pumps/walchem-ez-metering-pumps/
https://pfcestore.com/product-tag/walchem-ez-pumps/
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Daily timer can be set for multiple daily on-times.

Dual bearing support ensures proper axial movement extending the life of
the diaphragm.

Dual check valve assemblies in both suction and discharge fittings
guarantees fast priming and reliable performance

Estimated Delivery 1 to 4 business days

Contact us for actual delivery
Walchem EZB Brochure

Walchem EZ Manual
Walchem Chemical Guide

ADDITIONAL INFORMATION

Weight 10 lbs
Dimensions 16 × 15 × 12 in
Connections 3/8"OD
Max GPH 0.6
Max PSI 150
Motor Type Solenoid
Wetted Material GFRPP-EPDM-PTFE-CERAMIC

https://pfcestore.com/wp-content/uploads/2018/11/walchem-ezb-bro.pdf
https://pfcestore.com/wp-content/uploads/2018/11/walchem-ezb-manual.pdf
https://pfcestore.com/wp-content/uploads/2018/10/WALCHEM-CHEMICAL.pdf
https://pfcestore.com/connections/3-8od/
https://pfcestore.com/max-gph/0-6/
https://pfcestore.com/max-psi/150/
https://pfcestore.com/motor-type/solenoid/
https://pfcestore.com/wetted-material/gfrpp-epdm-ptfe-ceramic/

