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WALCHEM TRANSMITTER
4-20MA OUTPUT FOR THE
WEL & ORP CARTRIDGE

The 191988 housing is used for
ORP cartridges, and so has no ATC
element and the 4-20 mA signal is
proportional to -500 to 1000 mV.

20ft cable

Preamp compatible with W600,
W900 & Intuition 6 & 9 controllers

SKU: 191988-20
Stock: Out of stock contact us for

lead time
Categories: Walchem Sensors

Part Number 191988-20

PRODUCT DESCRIPTION

WALCHEM PREAMP

The 191989 housing contains an internal Pt1000 ATC element, and a
transmitter to convert the pH mV signal to an isolated 4-20 mA signal

https://pfcestore.com/product-category/walchem-sensors-1/
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proportional to 0-14 pH. It is used to connect to any controller, PLC, SCADA,
recorder, or datalogger with a 4-20 mA

input.

The 191988 housing is similar to the 191989, except it is used for ORP
cartridges, and so has no ATC element and the 4-20 mA signal is

proportional to -500 to 1000 mV

If on back order the usual lead time is 2 weeks

Brochure

ADDITIONAL INFORMATION

Weight 3 lbs
Dimensions 10 × 4 × 2 in

https://pfcestore.com/wp-content/uploads/2021/09/180470_ph-ORP_Sensors.pdf

