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Operating data —
Pump ty pe End Suction Pumps Fluid Water
No. of pumps / Reserve 1170 Operating temperature t A °F 39.2
Nominal flow USg.p.m. 0 pH-value at t A 7
Nominal head ft 0 Density at t A Ib/ft> 62.4
Static head ft 0 Kin. viscosity att A ft¥/s 1.69E-5
Inlet pressure psi 0 Vapor pressure at t A psi 14.5
Environmental temperature °F 68 Solids 0
Av ailable sy stem NPSH ft 0 Altitude ft 0
Pump data
Make Goulds Water Technology Nominal US g.p.m. ( )
Speed rpm 3500 Flow Max- US g.p.m. 40.4
Number of stages 1 Min- US g.p.m.
Max. casing pressure psi Nominal ft
Max. working pressure psi 32.7 Head at Qmax ft 35.1
Head H(Q=0) ft 75 at Qmin ft 75.4
Weight Ib On demand Shaft power hp ( )
Max. inch 6 1/8 Max. shaft power hp .8
Impeller R designed inch 47/16 Efficiency %
Min. inch 4 7/16 NPSH 3% ft
Shaft Seal
Type 21 NPE John Crane
NPE Mechanical Seal o
1 - Rotating Face Carbon !
2 - Stationary Face Silicon Carbide !
3 - Elastomers Viton 3 |
4 - Metal Components AlISI 316 SS — i
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Motor data
Manufacturer  Bluffton Electric voltage 230V Speed 3500 rpm Insulation class B
Specific design 1ph ODP Frame size 56J Colour RAL 5010
Type EO4C12A1EB7G Electric current 0A
Rated power 0.5 hp Degree of protection IP 55
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Pump Materials <

100-Casing AISI 316L SS

101-Impeller AISI 316L SS

108-Motor adapter AISI 316L SS

108A-Motor adapter seal vent/flush AISI 316L SS

123-Deflector BUNA-N

184-Seal housing AISI 316L SS

184 A-Seal housing seal vent/flush AISI 316L SS

347-Guidev ane AISI 316L SS

349-Seal ring, guidev ane Viton

370-Socket head screws, casing AISI 410 SS

371-Bolts, motor Plated Steel

408-Drain and vent plug, casing AISI 316L SS

412B-0-ring, drain and vent plug Viton

513-0-ring, casing Viton

Motor-NEMA standard, 56J flange -

Remarks: e




GOULDS

WATER TECHNOLOGY

a xylem brand

Customer Date 10/19/2018

Contact Project

Phone number X

Project no.

Email 2
>
)
p
°
>

1ST1C1E4 =
—
()
©
C

Hydraulic Data ﬁ

Operating Data Specification Hydraulic data (duty point) Impeller design

Flow 0US g.p.m. Impeller R 47/16"

Head 0 ft Flow Frequency 60 Hz

Static head 0 ft Head Speed 3500 rpm

Power datas referced to:
Water [100%] ; 39.2°F; 62.41b/ft*; 1.69E-5ft*/s
Performance according to ISO 9906 - Annex A

[t
76

Head

724
68
64
60
56

] 51.9%
52

48
44

40

36 E47116"

IS
pld s el

[hp]S Shaft power P2

E 47/116" (P2)

fficiency
E 47/16"

PSH-values E 47/16"

0 2 4 6 8 10 12 14 16 18 20 22 24 26 28 30 32 34 36 38 40 42 44 [USg.p.m]




GOULDS

WATER TECHNOLOGY

a xylem brand

Customer Date 10/19/2018
Contact Project
Phone number Project no. o
Email ..(_U.
(@)
‘©
c
1ST1C1E4 o
(2]}
[
()
£
Drawing (@]
DISCHARGE
DESCARGA
|-— Ay ——— — ¥ w C MAX,
FILL AND YENT m——— ----—
CARGAY VALVULA 11 PHASE UNITS ONLY 1 t
= r 1UNIDADES MONOFASICAS i 2%
o =) isoLavenT |
SUCTION X
SUCCION J é’
% 6395 MAX.
! =
31h, _\
4 =
A MAX. i
l K(Tl\ — ] C}__ G HOLES
. (4} DIAMOUNTING HOLE!
ENREA&TF; BEUEJ;EJ%LME-‘.—‘S AL—_ uTu ‘I (4) 134z DIA. AGUJEROS DE MONTAJE
|
T 4 L— 5
| I 3
| & | He ! A !

Dimensions_inch I ———mImI—I—————

C Max 10%16 .
Discharge 1 Weight

L 4916 On demandp
Suction 14

W 3516

X 43/g
Y 2




